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DISCHARGE 3” NPT Female, Vertical bolt on 
flange

LIQUID 
TEMPERATURE 104°F Continuous

MOTOR HOUSING Cast Iron, Class 30

VOLUTE Cast Iron, Class 30

IMPELLER 2 vane open type, Cast Iron, Class 30

SOLIDS HANDLING 2-1/2” spherical

SHAFT Stainless steel

SEALPLATE Cast Iron, Class 30

SQUARE RINGS Buna-N

HARDWARE Stainless steel

SEAL Inboard, Single mechanical, Oil Filled
Silicon Carbide

UPPER BEARING Single row, ball, oil lubricated

LOWER BEARING Single row, ball, oil lubricated

POWER CORD 25 Ft. Cord. Pressure grommet for 
sealing and strain relief

MOTOR Class B Insulation, Oil Filled
Squirrel cage induction

SINGLE PHASE Permanent Split Capacitor (PSC),
Includes Overload Protection in Motor

THREE PHASE
240/480 Volt. Requires overload 
protection to be included in control 
panel.

Description
Submersible non-clog sewage pumps are designed for typical 
raw sewage application.

CPSE1524, CPSE1594
CPSE1544, CPSE2024,
CPSE2094, CPSE2044
CPSE3024, CPSE3094

CPSE3044

1750 RPM • 60 Hz

CPSE 1.5, 2, 3HP
     Submersible Sewage
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For Models: CPSE1594, 1544, 2094 & 2044

MODEL HP Volt/PH Hz RPM
(Nom)

NEMA
Start Code

Full Load 
Amps

Locked 
Rotor Amps

Cord 
Size

Cord 
Type

Cord 
O.D

CPSE1594 1.5 200-230/3 60 1750 H/L 8.7/8.0 30.3/36.0 10/4 SOW 0.750

CPSE1544 1.5 460/3 60 1750 L 4.0 17.4 10/4 SOW 0.750

CPSE2094 2.0 200-230/3 60 1750 J/M 15.3/14.0 44.0/50.8 10/4 SOW 0.750

CPSE2044 2.0 460/3 60 1750 M 7.1 25.4 10/4 SOW 0.750

Winding resistance ± 5% at terminal block.   Rated operation at ± 10% voltage at motor

CPSE 1.5, 2, 3HP
     Submersible Sewage
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MODEL HP Volt/PH Hz RPM
(Nom)

NEMA
Start 
Code

Full Load 
Amps

Locked 
Rotor Amps

Cord 
Size

Cord 
Type

Cord 
O.D

CPSE1524 1.5 230/1 60 1750 B 12.5 23.1 10/3 SOW 0.690

CPSE2024 2.0 230/1 60 1750 B 14.4 29.1 10/3 SOW 0.690

CPSE3024 3.0 230/1 60 1750 A 28.1 59.1 10/3 SOW 0.690

CPSE3094 3.0 200-230/3 60 1750 D 19.2 56.0 10/4 SOW 0.750

CPSE3044 3.0 460/3 60 1750 D 9.0 28.1 10/4 SOW 0.750

Winding resistance ± 5% at terminal block.   Rated operation at ± 10% voltage at motor

For Models: CPSE1524, 2024, 3024, 3094, 3044

CPSE 1.5, 2, 3HP
     Submersible Sewage
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CPSE 1.5, 2, 3HP
     Submersible Sewage


